CITY OF FAIRWAY
5240 Belinder Road
BOARD OF ZONING APPEALS
AGENDA
Monday, January 26, 2026 - 5:30 P.M.

1. MINUTES.
a. Approval of Minutes from meeting held September 29, 2025.

2. OLD BUSINESS.

None

3. NEW BUSINESS.

a. Public Hearing to consider the variance request to Fairway
Municipal Code Section 15-298(6) Emergency generators;
Request for generator to be located within 12 ft of the property line
and exceed seventy-five decibels (75dBA) at the property line as
submitted by Philip Meyer (MacIntyre Family Trust) property
owner, for property located at 5638 Aberdeen Rd, Fairway, KS.

4. ADDITIONAL BUSINESS.

a. Next meeting date — pending applications

5. ADJOURNMENT




THESE MINUTES ARE NOT FOR PUBLIC DISSEMINATION UNTIL THEY HAVE BEEN APPROVED BY

THE FAIRWAY BOARD OF ZONING APPEALS

MINUTES OF THE PUBLIC HEARING
OF THE BOARD OF ZONING APPEALS
OF THE CITY OF FAIRWAY, KANSAS

The Board of Zoning Appeals of the City of Fairway, Kansas (the "Board") conducted a meeting on
Monday, September 29, 2025. The meeting was called to order at 5:30 P.M.

Present: Board Members Patrick Wiederaenders, Amy Berlau, Doug Huffman, William
Stafford.

Absent: Board Member Peter Ho.

Presiding: Chair Chris Shank.

Staff Present: City Clerk Abbie Aldridge; Zoning Counsel Anna Krstulic; Community Development
Director Basil Alani; Recording Secretary Barb Fox.

Visitors: Lance Larson, 3517 Eastvale Drive.

1. MINUTES.

a.

APPROVAL OF MINUTES FROM MEETING HELD JULY 29, 2024

Chair Shank asked for a motion to approve the minutes from the July 29, 2024 meeting.

MOTION: Motion was made by Mr. Wiederaenders to approve the July 29, 2024 minutes.
Mr. Huffman seconded the motion.

The motion carried unanimously.

OLD BUSINESS.

None.

NEW BUSINESS.

a. INTRODUCE NEW BOARDMEMBER JENNIFER SHEFFIELD

Chair Shank announced that Marcia Downs has stepped down from the Board of Zoning Appeals.
He thanked her for her service. He introduced Jennifer Sheffield as a new Board Member and
welcomed her to the Board.

b. PUBLIC HEARING TO CONSIDER THE VARIANCE REQUEST TO
FAIRWAY MUNICIPAL CODE 15-150a. — TO ALLOW BUILDING PERMIT
TO BE ISSUED FOR CONSTRUCTION ACTIVITY CROSSING LOT LINE
ON TWO SEPARATE LOTS OF COMMON OWNERSHIP AS SUBMITTED
BY LANCE LARSON, PROPERTY OWNER, FOR PROPERTY LOCATED AT
3517 EASTVALE DRIVE, FAIRWAY., KANSAS.

Chair Shank opened the Public Hearing and requested the staff report.
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Director Alani reported that the applicant has common ownership of three parcel lots that comprise
the property of 3517 Eastvale Drive. With the principal building originally constructed across Lot
18 and Lot 19. Lot 16 is the rear portion of the backyard.

The applicant is proposing a remodel and addition to the principal building, including a new pool
and patio area. The proposed project would result in construction across the lot lines.

The Public Hearing was published and the applicant mailed notices to property owners within the
200-foot buffer zone.

If the Board of Zoning Appeals grants the requested variance, staff recommends the following
conditions:

1. Application to the Planning Commission to request an exception to the greenspace
requirement.

2. Application and approval is void if a building permit is not obtained within one year from
the date of Board of Zoning Appeals approval.

Responding to Chair Shank’s question, Director Alani stated that staff has not received any
opposition from neighbors.

Chair Shank asked the applicant to address the Board.

Lance Larson, 3517 Eastvale Drive, stated that his family purchased the home in November of
2024. He explained that the existing home is built on two lots that are platted separately. The
home itself covers 30 to 40 feet on each side of the lot so the lot line runs down the middle of the
existing home. The home was originally built in 1964 and has had multiple renovations since then.

Mr. Larson addressed the five criteria for granting a variance, as follows:

1. The property is unique as there are very few properties in Fairway where the home is sitting
on two lots, requiring a variance to get a building permit to do any renovations on the lot.

2. The granting of the variance will not adversely affect the rights of adjacent property
owners. He has had discussions with neighbors to the east and west and they are both
supportive of the project.

3. He believes the strict application of the zoning ordinance would constitute unnecessary
hardship in that the existing home was built on two lots. There have been multiple
renovations over the years and the owner did not have to seek a variance or was successful
in obtaining one. He has looked into the timing and cost of a replat, and it would take four
to eight months and cost between $15,000 and $22,000. He considers that a hardship.

4. The variance requested will not adversely affect public welfare.

The granting of the variance will not be opposed to the general spirt and intent of the zoning

ordinance.

b

Chair Shank asked if there were questions for the applicant.

Chair Shank asked if there were comments from the public on this item. Hearing none, he closed
the Public Hearing.

Mr. Huffman believes that the applicant has met the five criteria for granting the variance.

Ms. Berlau agrees that the applicant has met the five criteria.
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Mr. Wiederaenders stated that because the situation is existing, he is supportive of the variance
request and agrees that the applicant has met the five criteria.

Mr. Stafford agrees that the applicant has met the five criteria.
Ms. Sheffield agrees that the applicant has met the five criteria.

Chair Shank thinks it would be a material hardship to force the applicant to go through the expense
and delay of a replat. The granting of the variance does not affect anyone’s rights. He agrees that
the five criteria for granting the variance have been met.

Chair Shank asked for a motion.

MOTION: Motion was made by Mr. Huffman to approve the variance request to Fairway
Municipal Code 15-150a — to allow building permit to be issued for construction activity
crossing lot line on two separate lots of common ownership as submitted by Lance Larson
property owner, for property located at 3517 Eastvale Drive, Fairway, Kansas, subject to
staff recommendations.

Ms. Berlau seconded the motion.
Motion carried unanimously.

ADDITIONAL BUSINESS.

SET NEXT MEETING DATE.

City Clerk Aldridge explained that the Board would be notified if there are any applications for
August.

ADJOURNMENT.

MOTION: Ms. Berlau made a motion to adjourn. Mr. Wiederaenders seconded the motion.
Motion carried unanimously.

Meeting adjourned at 5:18 P.M.

Abbie Aldridge, City Clerk



STAFF REPORT
Board of Zoning Appeals
January 26, 2026

TO: Chair Chris Shank
Board of Zoning Appeals Members
Anna Krstulic, Zoning Counsel

FROM: Basil Alani, Community Development Director
Abbie Aldridge, City Clerk

APPLICANT: Philip Meyer, Property Owner

PROPERTY: 5638 Aberdeen RD- FAIRWAY LOT 41 BLK 4 FAC-0266

ZONING: R-1

REQUEST: Variances for generator install location less than 12’ from property line and not

meeting the 75db at the property line
BACKGROUND:

Applicant was granted variance approval from BZA on 04/26/2021 for a setback encroachment for new
garage, the lot was determined to be an intersection lot per Sec. 15-296 (b)(3). Intersection lots do not
have a back setback and the generator code sec 15-298(6) require an installation in the back yard

Sec. 15-296. Dimension standards.
(b) Corner lots

(3) Intersection lot. Intersection lots are lots that have a dual orientation or are oriented to the
intersection. These lots shall have two (2) front setbacks on each street side, and two (2) side setbacks
on the interior sides, and no rear setback.

a. Front setbacks: Same as required for all other lots and is applied to both street frontages, except
that the setback may be adjusted to reflect the front building line of each adjacent building, but
in no case closer than twenty-five feet (25') from the front lot line.

b. Interior side setbacks: Same as required for all other lots and shall be applied to both interior lot
lines.

c. Rear setback: There is no rear setback for an intersection lot.

VARIANCE REQUESTS:



Sec. 15-298. Special conditions for uses.

(6) Emergency generators. Permanent standby emergency generators shall be allowed as an accessory
use, subject to the following conditions:

a.

b.

A building permit is required prior to installation.

The generator shall be installed in accordance with the National Fire Protection Association
(NFPA) 37 Standards for the Installation and Use of Stationary Combustion Engines and Gas
Turbines, and shall meet all other applicable building code requirements.

The generator shall be connected to a natural gas line.

The generator shall be contained in an enclosed cabinet or housing that provides sound
attenuation, and the decibel level shall not exceed seventy-five decibels (75 dBA) at the property
line.

The footprint of the cabinet shall not exceed twelve square feet (12 sq. ft.).

The generator shall be located within the building envelope but no further than five feet (5') from
a wall of the principal building and not in a front or side yard, except that alternate locations may
be approved by the Building Official or his/her designee for greater than five feet (5') from the
wall and up to the minimum additional distance necessary to adequately address any safety and
carbon monoxide issues.

Exception. An exception may be granted to this location requirement upon a finding of the following:

g.
h.

Special circumstances or conditions affecting the property;

2. Generator is set back from side property line a minimum of twelve feet (12') to meet the

sound limitation in Subsection (6)d. above;

Location will not cause an adverse impact on the adjacent properties;

4. Location will be adequately screened from the street by vegetation, walls, fences or any
combination thereof; and

5. Building Official or his/her designee may impose any screening or other condition it deems
necessary to mitigate any negative impacts of the proposed location.

In no event shall an exception be granted to locate a generator in any front yard.

W

The generator shall be used only during emergency situations that result in power failures.

The generator shall only be tested during daylight hours after 9:00 a.m., and not on any holiday.

The applicant is requesting a variance to install the generator about 5.5’ from the property line which is
less than 12° code requirement which will increase the decibel above the required 75dba at the property
line to 79.43 dba per Distance attenuation calculator by omni calculator

REVIEW CRITERIA:

Code Section 15-778(a) — Variances

(a) Variances. The Board of Zoning Appeals may grant, in specific cases, a variance from the specific
terms of the zoning regulations, which will not be contrary to the public interest and where, due to
special conditions, a literal enforcement of the provisions of the zoning regulations, in an individual
case, results in unnecessary hardship, and provided that, the spirit of the zoning regulations shall be
observed, public safety and welfare secured, and substantial justice done. Variance shall permit any
use not permitted by the zoning regulations for the applicable district. A request for a variance may be
granted in this case upon a finding that all the following conditions have been met:



(1)

)

)

4

(3)

That the variance requested arises from a condition that is unique to the property in question and
that is not ordinarily found in the same zone or district, and is not created by an action or actions
of the property owners or the applicant;

That the granting of the variance will not adversely affect the rights of adjacent property owners
or residents;

That the strict application of the zoning regulations from which a variance is requested will
constitute unnecessary hardship upon the property owner represented in the application;

That the variance desired will not adversely affect the public health, safety, morals, order,
convenience, prosperity or general welfare; and

That granting the variance desired will not be opposed to the general spirit and intent of the
zoning regulations.

Applicant submitted responses that address each of these criteria for the variance requested. The City
received two letters in support of the variance

The Public Hearing was published in the January 6, 2026, edition of The Legal record and the applicant
mailed notices to property owners within the 200-foot buffer.

STAFF RECOMMENDATION:

If the Board of Zoning Appeals grants the requested variance, staff recommends the following conditions:

1. Apply for generator permit and pay the permit fee.
2. Application and approval is void if a building permit is not obtained within one year from the date of
Board of Zoning Appeals approval.



Per Generator
Specifications

Calculated at
proposed location

A Pointl

Distance from the source

23 feet mwv
Sound pressure level
67 d8 v
A Point2
Distance from the source
5.5 feet m v
Sound pressure level ses
79.43 dB v
Lest updated: Jusy 24, 2024
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1. While not within the setback requirements (given the small nature of my lot) the
requested site of the backup generator is furthest from my neighbors to the north and not
visible from any public location (given behind garage). Alternative site (that is within code)
is closer to my neighbors to the North and East and new fence would be visible from both
Aberdeen and State Park Road (a form of substance change in my view).

2. The proposed location is the best practical location for the backup generator given my
lot and home layout and keeps the generator from being a visible and audible distraction to

neighbors and public.

3. The strict provision of the zoning ordinance would be counterproductive to the spirit of
the ordinance (keeping generators from being a visible and audible distraction to neighbors
and public).

4. Is the best practical location for the backup generator given my lot and home layout.

5. The proposed location is the best practical location for the backup generator given my
lot and home layout and keeps the generator from being a visible and audible distraction to

neighbors and public.
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5638 Aberdeen — Generator has been delivered but NOT installed

-

View behind the fence



January 15,2026
ity of Fairnay Board of Zoning Appeals

RE: Application for Variance - Generator location 1o exceed 75 dBA at property line
Address
Fairway hansas. 66205

Dear IFairway Board of Zoning Appeals Board,

This letter is to provide my support of Philip Meyer's request for an Emergency Generator location to exceed 75 dBA
at the property line for the property described as 5638 Aberdeen Rd - FAIRWAY LOT 41 BLK 4 FAC-0266. a
Subdivision m the City of Fairway, Johnson County, Kansas.

While T understand and appreciate the intent of the code, as Philip Meyer’s closest neighbor (and one most affected by
the issue) 1 am in favor of granting the requested variance for a generator location that will be within twelve feet
(12°) of the property exceeding the seventy-five decibels (75dBA) at the property line given:

1. While not within the setback requirements (given the small nature of Philip Meyer’s lot), the requested site of
the backup generator is not visible from any public location. An alternative site that is within code is closer to lan
Bartalos’s home to the North, but any new fence would be visible from both Aberdeen and State Park Road (a

form over substance change in my view).

2. The proposed location is the best practical location for the backup generator given Philip Meyer’s lot and
home layout and keeps the generator from being a visible and audible distraction to me, our neighbors and public,

3. The strict provision of the zoning ordinance would be counterproductive to the spirit of the ordinance (keeping
generators from being a visible and audible distraction to me, our neighbors and public).

4. Tt is the best practical location for the backup generator given Philip Meyer’s lot and home layout.

Finally, as a resident of Fairway my neighbors and I are frustrated that the electricity grid in our neighborhood is not
more robust, causing the need for backup generators in the first place. Not addressing this primary issue but creating
unnecessary burdens on homeowners who take practical steps to overcome the disruption caused by frequent power

outages would be foolish.

Thank you for my perspective as Philip Meyer’s closest neighbor and one most directly affected by your decision. If
you have any questions, please call me at 913-284-6242.

Sincerely,
.-"L i /.c >
__’ . '

“Jamés T. Carr
5631 State Park Road
Fairway Kansas, 66205
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January 15.2026
Cits of Faireay Board of Zoning Appeals
RE: Application for Variance — Generator location 1o ex

Address
Fairway Kansas, 66205

ceed 75 dBA at property line

Dear Fairway Board of Zoning Appeals Board:

¥ support of Philip Meyer’s request
at the property line for the Property described as 5638 Aberd

for an Emergency Generator location to exceed 75 dBA
Subdivision in the € ity of Fairway, Johnson County, Kansas

een Rd - FAIRWAY LOT 4] BLK 4 FAC-0266, a

While | understand and appreciate the intent of the code, as Philip Meyer’s closest neighbor (and one most affected by
the issue) I am in favor of granting the requested variance for a generator location that will be within twelve feet
(12°) of the property exceeding the seventy-five decibels (75dBA) at the property line given:

1. While not within the setback requirements (given the small nature of P

om my home directly to the north and n
(behind his garage). Alternative site (that is within code) is closer to my

would be visible from both Aberdeen and State Park Road (a form over

hilip Meyer's lot) the requested site of
ot visible from any public location
home to the North and any new fence
substance change in my view),

2. The proposed location is the best practical spot for the backu

P generator given Philip Meyer's lot and home
layout and keeps the generator from being a visible and audible

distraction to me, our neighbors and public.

3. The strict provision of the zoning ordinance would be counterproductive to the spi_rit of the ordinance (keeping
;enemtors from being a visible and audible distraction to me, our neighbors and public).
4. The proposed location is the best practical location for the backup generator given Phil

P Meyer’s lot and
home layout and keeps the generator from being a visible and audible distraction to me, o

ur neighbors and public.

; i d that our electricity grid is not more
inally i Fairway, my neighbors and 1 are frustrate grid
Fmany’das ; ;):Scfsgtg(gxe:;gs};n tlzle first place). It is unfortunate that m.embe'rs of this neighborhood
e ki The immense cost and challenge of installing generators for their residence, because of the
‘tl}r\l::;f x:holly predictable, eventuality that we will lose power repeatedly throughout each calendar ¥y

robust (causing
are having to
nreliable,

car.

Thank for my perspective (as Philip Meyer’s closest neighbor and one most di ectly affected by your decision).
ou
If ;;lu gave any questions, please call me at (913) 515-8997.

Sincerely,
Toil

| Jan M. Barfaloy
|_5634 Aberflieer Road
Fairway Karr<as, 66205
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GUARDIAN® SERIES

Residential Standby Generators
Air-Cooled Gas Engine

INCLUDES:
L
®

True Power™ Electrical Technology

Two-line multilingual digital LCD Evolution™ controller
(English/Spanish/French/Portuguese)

200 amp service rated transfer switch available
Electronic governor

Standard Wi-Fi®
System stalus & maintenance interval LED indicators

connectivity

Sound attenuated enclosure
Flexible fuel line connector
Natural gas or LP gas operation
5 Year limited warranty

Base fascia

Listed and labeled for installation as close as 18 in (457 mm) to a
structure.™

*Must be located away from doors, windows, and fresh air intakes and in
accordance with local codes.

Standby Power Rating

G007280-0, GO07291-0 (Aluminum - Bisque) - 26 kW 60 Hz

ENERAC

@.- =0"s QUIEFFEST-

Note: CETL or CUL certification only applies to unbundled units and units ;}ackaged
with limited circuit switches. Units packaged with the Smart Switch are ETL or UL
certified in the USA only.

FEATURES

INNOVATIVE ENGINE DESIGN & RIGOROUS TESTING are at the heart of Gen-
erac’s success in providing the most reliable generators possible. Generac's G-
Force engine lineup offers added peace of mind and reliability for when it’s needed
the most. The G-Force series engines are purpose built and designed to handle the
rigors of extended run times in high femperatures and exireme operating conditions.

TRUE POWER™ ELECTRICAL TECHNOLOGY: Superior harmonics and sine wave
form produce less than 5% Total Harmenic Distortion for utility quality power. This
alfows confident operation of sensitive electronic equipment and micro-chip based
appliances, such as variable speed HVAC systems.

TEST CRITERIA:

v PROTOTYPE TESTED
v SYSTEM TORSIONAL TESTED

v NEMA MG1-22 EVALUATION
v~ MOTOR STARTING ABILITY

MDBILE LINK® CONNECTIVITY: FREE with select Guardian Series Home standby
generators, Mobite Link Wi-Fi allows users to monitor generator stalus from any-
where in the world using a smartphone, tablet, or PC. Easily access information such
as the current operating status and maintenance alerts. Users can connect an
account to an authorized service dealer for fast, friendly, and proactive service. With
Mobile Link, users are taken care of before the next power outage.

~|GENERAC T\ 20
._‘PROMISE @ O

O  SOLID-STATE, FREQUENCY COMPENSATED VOLTAGE REGULATION: This

state-ofthe-art power maximizing regulation system is standard on all Generac mod-
els. It provides aptimized FAST RESPONSE 1o changing load conditions and MAXI-
MUM MOTOR STARTING CAPABILITY by electronically torque-matching the surge
loads to the engine. Digital voltage regulation at =1%.

SINGLE SOURCE SERVICE RESPONSE from Generac's extensive dealer network
provides parts and service know-how for the entire unit, from the engine o the small-
est electronic component.

GENERAC TRANSFER SWITCHES: Long life and reliability are synonymous with
GENERAC POWER SYSTEMS. One reason for this confidence is that the GENERAC
product line is offered with its own transfer systems and controls for total system
compatibility.

* rsambec b the LIS sk dumeslk S8 pors
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Features and Benefits

Engine
@® Generac G-Force design

@ “Spiny-lok” cast iron ¢ylinder walls
@ Electronic ignition/spark advance
@ Full pressure lubrication system

® Low oil pressure shutdown system

@ EPA Certified for non-emergency applications

@ High temperature shutdown

Maximizes engine “breathing” for increased fuel efficiency. Plateau honed cylinder walls and plasma moly
rings help the engine run cooler, reducing oil consumption and resulting in longer engine life.

Rigid construction and added durability provide long engine life.
These features combine to assure smooth, quick starting every fime.

Pressurized lubrication to all vital bearings means better performance, less maintenance, and longer engine
life. Now featuring up to a 2 year/200 hour oil change interval.

Shutdown protection prevents catastrophic engine damage due to low oil.
Allows unit to be used for demand response applications.
Prevents damage due to overheating.

Generator
@ Revolving field
@ Displaced phase excitation
@ Automatic voltage regulation
® UL 2200 listed

Allows for a smaller, light weight unit that operates 25% more efficiently than a revolving armature generator.
Maximizes motor starting capability.

Regulating output voltage to =1% prevents damaging voltage spikes.

For your safety.

Transfer Switch (if applicable)
@ Fully automatic
@ NEMA3R
@ Integrated load management technology
@ Remote mounting

Transfers vilal electrical loads to the energized source of power.

Can be installed inside or outside for maximum flexibility.

Capability to manage additional loads for efficient power management.
Mounts near an existing distribution panel for simple, low-cost installation.

Evolution™ Controls
@ AUTO/MANUAL/OFF illuminated buttons
Two-line multilingual LCD
Sealed, raised butions
Utility voltage sensing
Generator voltage sensing
Utility interrupt delay

Engine warm-up
Engine cool-down
Programmable exercise

e e

® Smart battery charger

@ Main line circuit breaker
@ Electronic governor

Selects the operating mode and provides easy, at-a-glance status indication in any condition.
Provides homeowners easily visible logs of history, maintenance, and events up to 50 occurrences.
Smooth, weather-resistant user interface for programming and operations.

Constantly monitors utility voltage, setpoinis 65% dropout, 80% pick-up, of standard voltage.
Constantly monitors generater voltage to verify the cleanest power delivered to the home.

Prevents nuisance start-ups of the engine, adjustable 2-1500 seconds from the factory default seiting of 5
seconds by a qualified dealer.

Verifies engine is ready to assume the load, setpoint approximately 5 seconds.
Allows engine to cool prior to shutdown, seipoint approximately 1 minute.

Operates engine to prevent oil seal drying and damage between power outages by running the generator for
5 minutes every other week. Also offers a selectable setting for weekly or monthiy operation providing
flexibility and potentially lower fuel costs to the owner.

Delivers charge to the battery only when needed at varying rates depending on outdoor air temperature.
Compatible with lead acid and AGM-style batteries.

Protects generator from overload.
Maintains constant 60 Hz frequency.

Unit
® SAE weather protective enclosure

® Enclosed critical grade muffler
® Small, compact, atiractive

Sound attenuated enclosures ensure quiet operation and protection against mother nature, withstanding
winds up to 150 mph (241 km/h). Hinged key locking roof panel for security. Lift-out front for easy access
1o all routine maintenance items. Electrostatically applied textured epoxy paint for added durability.

Quiet, critical grade muffler is mounted inside the unit to prevent injuries.
Makes for an easy, eye appealing installation, as close as 18 in (457 mm) away from a structure.
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Features and Benefits

Installation System
@ 141in (35.6 cm) flexible fuel line cannector

@ Integral sediment trap

26 kW

Listed ANSt Z21.75/CSA 6.27 outdoor appliance connector for the required connection to the gas supply
piping.
Meets IFGC and NFPA 54 installation requirements.

Connectivity (Wi-Fi equipped models only}
@ Ability to view generator status

@ Ability to view generator Exercise/Run and Total Hours
@ Ability to view generator maintenance information

@ Monthly report with previous month’s activity

@ Ability to view generator battery information

@ Weather information

Monitor generator with a smartphone, tablet, or computer at any time via the Mobile Link application for 3oib

complete peace of mind.

Review the generator's complete protection profile for exercise hours and total hours,

Provides maintenance information for the specific mode! generator when scheduled maintenance is due.
Detailed monthly reports provide historical generator information.

Built in battery diagnostics displaying current state of the battery.

Provides detailed local ambient weather conditions for generator location.
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Specifications

Mode!

{ Rated maximum continuous power capactty {LP)
"Rated maximum continuous power capacity (NG)
Rated voltage
Rated maximum continuous load current — 240 volis (LP/NG)
1 Total Harmonic Distortion
Main line circuit breaker
| Phase
‘Number of rotor poles
Raled AC frequency
‘Powerfactor
Battery requirement (not included)
Unit weight (b / kg)
Dimensions (L x W x H) in / cm
Sound output in dB(A) at 23 ft (7 m) with generator operating af normal load™*
Sound outpld in dB(A) at 23 ft (7 m) with genarator in Quiet-Test™ Jow-speed exercise mode™™
Exercise duration

60072800
60072910

(26 kW)
26,000 Watls*
22,500 Watts*
240
108.3/9338
Less than 5%
T 110amp
e
2
60 Hz
1.0
12 Volts, Group 26R 540 CCA minimum or Group 35AGM 650 CCA minimum
- B8/
48x25x29/121.9x635x737
AR
57
5 min

Engine
Engine type
“ Number of cylinders
‘Displacement
 Cylinder black
Valve arrangement
“ lgnition system
Governor syslem
Compression ratio
Starter
*0il capacity inchuding filter
Operatingpm
Fuel consumtion
Natural gas ftefhr (mé/hr)
1/2 Load
Full Load
Liquid propang ft3/hr (gal/hr) [L/hi]
1/2 Load

Full Load

GENERAC G-Force 1000 Series
2
999 ¢
Aluminum w/ cast iron sleeve
Overheadvave
Solid-stafe w/ magneto
" Electronic
951
12VDC
Approx. 19 qt/1.8L
3,600
188 (5.32)
333 (9.43)

75 (2.06) [7.78]
132 (3.63) [13.73]

Note: Fuel pipe must be stzed for full load. Required fuel pressure to generator fuel inlet at all load ranges - 3.5-7 in water column (0.87—1.74 kPa) for NG, 10-12 in water colurnn (2.49-2.99 kPa) for LP gas.
For BTU content, muttiply ft3/hr x 2500 (LP) or fi%hr x 1000 (NG). For Megajoule content, multiply m3hr x 93.15 (LP) or m¥hr x 37.26 (NG).

Two-line plain text multilingual LCD
{Mode buftons: AUTO.
~ MANUAL
OFF

“Ready fo Run/Maintenance messages
iEngine run hours indication

Programmable start delay between 21500 seconds
Utility Voltage Loss/Refum to Uility adjustable (brownout sefting)
Fulure Set Capable Exerciser/Exercise Set Emor waming
“RurvAlarmyMaintenance logs N

Engine start sequence
- Starter lock-out

Smart Battery Charger

Charger Faull/Missing AC waming

Low Batlary/Battery Problem Protection and Battery Condition indication
“Automatic Vohtage Regutation wilh Over and Under Vollage Protection
"Under-Frequency/Overload/Stepper Overcurent Protection
 Safety Fused/Fuse Problem Protection

Automatic Low Oil Pressure/High 0il Temperature Shutdown
“Overcrank/Overspeed (@ 72 Hz)/rpm Sense Loss Shutdown
High Engine Temperature Shuidown
"Commen external fault capability

Field upgradable firmware

Simple user interface for ease of operation.

Automaic st on iy llre. Weekly,Bi-weoky, or Moy Seleciale sirier
Start with starter control, unit stays on. If utility fails, transfer to load takes place.

Stops unil. Power is removed. Controf and charger still operate.
077 Sindad
Standard
Standard {pragrammable by dealer only)
From 140171V /190-216V
~ Standard )
50 events each
Cyelic cranking: 16 sec on, 7 rest (90 sec maximum duration).
Starer cannot re-engage until 5 sec after enging has stopped.
Standad
Standard
Standard
Standard
“Standard
Standard
Standard
Standard
Standard
Standard
Standard
Standard

Rating definitions — Optional Standby: Applicable for supplying backup power for the duration of the utility power outage with correst maintenance performed.

* No overload capability is available for this rating. (All ratings in accordance with BS5514, 1503046, UL2200, and DIN6271). Maximum kilovolt amps and current are subject to and limited by such factors as
fue! BTU/Megajoule content, ambient temperature, altitude, engine power and condition, etc. Maximum power decreases approximately 3.5% for each 1,000 ft (304.8 m) above sea level and approximately 1%
for each 10 °F (6 °C) above 60 °F (16 °C). **Sound levels are faken from the front of the generator. Sound levels taken from other sides of the generator may be higher depending on installation parameters.

U.5. EPA certified for non-emergency applications.
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Available Accessories

26 kW

‘Model #
'G007101-0

_eimﬂo'z-’o
G007103-1"

RN Go05621-0

!

Product
Battery Pad Warmer

0il Warmer
Breather Warmer

Auxrlrary Transfer Switch

‘Cortact Kit
G007027-0 - Bisque - Fascia Base Wrap Kit

G005703-0 - Bisque ' Touch-Up Paint Kit

'G006485-0

G007009-0

Description

‘Pad wamer rests under the battery. Recommended for use if temperature reqularly falls below 0 °F (-18 °C). (Not nec-
essary for use with AGM-style batteries).

k

"0l warmer slips directly over the oil fiter. Recommended for use if temperature regularly falls below 0 °F (-18°C).
“ | Breather warmer is for use in extreme cold weather applications. For use with Evolution controllers only in climates where

heavy icing occurs.

The auxiliary transfer r switch contact kit allows the transfer switch o lock out a srngle Iarge ‘electrical load that may not be
needed Not compatrble with 50 amp pre-wired switches.

rThe fascia base wrap snaps together around the bottom of the new air-cooled generators This offers a sleek, contoured !
‘appearance as well as offering protection from rodents and insects by covering the lifting holes located in the base.

“If the generz generator enclosure is scratched or damaged, it is important 10 touch up up the p: parn’( to protect from future corrosion.
The touch-up paint kit includes the necessary paint to correcﬂy maintain or touch up a generator enclosure. !

Scheduled Maintenance Kit Generacs scheduled maintenance kit provides all the items necessary o perform complete routine maintenance on a, i

"LTE LP Tank Fuel Level

Monitor

Generac automatic standby generator (orl not included).

The LTE enabléd LP tank fuel level manitor prowdes constant monitoring 30 of the connected LP fuel tank. Monrtonng the LP
tank's fuel level is an important step in verifying the generator is ready to run during an unexpected power failure. Status
alerts are available through a free application to notify users when the LP tank is in need of a refill. ;5

G007000-0 (50 amp) Smart Management Module” Smart Management Madules (SMM) are used to optimize the performance of a a standby generator. It manages large elec- |

G007006-0
(100 amp)

G007169-0 - 4G LTE Mobile Link® Cellular
G007170-0 - Wi-Fi/ Accessones

Ethemet

1G007220-0 - Bisque ' Base Plug Kit

‘rical loads upon startup and sheds them to aid in recovery when overloaded. In many cases, using SMM's can reduce :
the overall size and cost of the system. ]
The Mobile Link family of Cellular Accessories allow users to monitor generator status from anywhere in the—wdrld','ﬁ"singi.
a smart phone, tablet, or PC. Easily access information such as the current operating status and maintenance alerts. Us-
‘ers can connect an account with an authorized service dealer for fast, friendly, and proactive service. With Mobile Link, |
‘users are taken care of before the next power outage. ‘
Base plugs snap into the liting holes on the base of air-cooled home standby generators. This offers a sleek, contoured
‘appearance, as well as offers protection from rodents and insects by covering the lifting holes located in the base. Kit:
contains four plugs sufficient for use on a single air-cooled home standby generator.

16007301-0 High Aftitude Kit " A high altitude kit may bé required when operating over 2,000 ft (610 m) above sea level per U.S. EPA regulations. Op-
‘erating the engine with the incorrect engine configuration at a given attitude may increase emissions and decrease fuel :
iefficiency and performance.
Dimensions & UPCs
Model UPC A G
G007290-0 696471087307
G007291-0 696471087314 +]

GENERAC
e

727.2 mm

. o 10
////)/// g

Dimensions shown are approximate. See installation manual for exact dimensions. DO NOT USE THESE DIMENSIONS FOR INSTALLATION PURPOSES.

Generac Power Systems, Inc. = 545 W29290 HWY. 59, Waukesha, W1 53189 = generac.com
©2022 Generac Power Systems, Inc. Allrights reserved. All specifications are subject to change without notice. Part No. A0002026894 Rev.D 09/19/2022
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Switch Options

Service Rated Automatic Transfer Switch Features
@ Intelligently manages up to four air conditioner loads with no additional hardware.

@ Up to eight additional large {240 VAC) loads can be managed when used in conjunction
with Smart Management Modules (SMMs}.

Electrically operated, mechanically-held contacts for fast, clean connections.

Main breakers are rated for 80% continuous load.

2-pale, 250 VAC contactors.

Service equipment rated, dual coil design.

Rated for both aluminum and copper conductors.

Main cantacts are silver plated or silver alloy to resist welding and sticking.

NEMA/UL 3R alurninum outdoor enclosure allows for indoor or outdoor mounting flexibility.

Dimensions

200 Amps 120/240, 15
Open Transition Service Rated
Height Width
Hi W2 | wi | wz | Dot
in| 26.8 301 10.5 135 6.9
cm| 67.95 76.43 26.67 34.18 17.5

[Wire Ranges
Conductor Lug Neutral Lug Ground Lug
250 MCM - #6 350 MCM - #6 210 - #14

Model G007291-0 (26 kW)
‘No. of poles 2
Curtentrating (amps) 0
Voltage rating (VAC) 120/240, 16
Utility voltage monitor (fixed)* o
-Pick-up 80%
-Dropout 65%
Return to Utility™ Approx, 13 sec
ETL or UL listed ~ Standard
Enclosure type NEMA/UL 3R
Circuit breaker protecled 22,000
lugrange 250 MCM - #6

*Function of Evolution controller
Exercise can be set to weekly, bi-weekdy, or monthly

|-— Wi——
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H2 H
. -~ ‘
L pEPTH- e —




	BZA01262026agenda
	a. Approval of Minutes from meeting held September 29, 2025.

	September 29 2025 Board of Zoning Appeals Minutes
	MINUTES OF THE PUBLIC HEARING
	OF THE BOARD OF ZONING APPEALS

	5638 Aberdeen Rd
	Sec. 15-298. Special conditions for uses.

	Omni calculator
	Answers to the questions
	Plan with distance to property line by Basil
	show neighboring homes
	owner site plan
	5638 Aberdeen pictures of the property
	letters of support
	Generator spec.

